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2. Llenar el depdsito con agua
frescay limpia

1. Abrir la tapa superior del
depasito
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8. CONSTANT

Pulsar el boto tant
Seleccionar uisar et 2oton constan
una humedad objetivo. recorriendo las opciones:
Elhumidificador se apagara

al llegar a la humedad -50%-55%-60%-65%-70%-
seleccionada, asi evitara 30%-35%-40%-45%-50%-
excesos y hongos cancel
11.SENAL }

DEPOSITO VACIO u
Cuando esta onie |
sefial se enciende es
necesario volver a cargar
el tanque con agua.

Si el humidificador queda
sin agua se apagara
automaticamente | P
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3. Cerrar la tapa superior del
depasito y colocar la tapa
pequefia 360° antisalpicaduras
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6. FOGMETER

®

Permite ajustar el
nivel de salida
de vapor

Nivel 1: 150 ml/H
Nivel 2: 200 mU/H
Nivel 3: 250 ml/H

9. TEMPORIZADOR

Presionar el hoton
timing para configurar
el temporizador

1.2,4,y8 horas de

funcionamiento seguido y
luego se apagara
automaticamente

12. Colocar el humidificador sobre
la superficie firme y establecer a
10 cm de las paredes del indoor
para evitar condensaciones

Distancia
entre pared
de indoory

HUMIPRO

Pared
del indoor

4. Conectar el
humidificador y
encender el boton
ON/OFF

10. SCREEN OFF

Presionar este
botdn para apagar
las luces de la
pantalla y dejar en
funcionamiento

13. Realizar limpiezas
periddicas:

+ del depasito de agua

+ transductor ultrasnico
+ filtro de polvo

+ limpieza general
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1. Open the top row cover of the

2. Fill the tank with fresh and

tank clean water
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LOe features and
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8. CONSTANT @
Choose a target humidity Press the button constant

The humidifier will turn off
upon reaching humidity
selected, this will avoid

excesses and fungi

11. SIGNAL

EMPTY TANK

When this signal turns on is
necessary to fill the tank with
water

If the humidifier runs out of
water it will turn off
automatically

running through the options:

-50%-55%-60%-65%-70%-

30%-35%-40%-45%-50%-
cancel
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Temperatura
maxima: 40°

3. Close the top row cover of the
tank and attach the 360° anti
splash cover
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6. FOGMETER @
Adjust the output
levelsteam

Level 1: 150 mU/H
Level 2: 200 ml/H
Level 3: 250 ml/H

9. TIMER

Press timing button
to configure the timer
1,2, 4, and 8 hours of
continuous running
and then it will turn

off automatically

12. Place the humidifier on the
firm surface and set 10 cm
from the indoor walls to avoid
condensation

Distance
between indoor
wall and
HUMIPRO

Indoor
wall

10. SCREEN OFF

4. Conect the humidifier
and turn on the button @

ON/OFF

Press this

button to turn off
the lights of the
screen and leave on
functioning

13. Perform regular
cleanings:

+ of the water tank

+ ultrasonic transducer
+ dust fitter

+ general cleaning
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